
Product data sheet
Specifications

Backup Control Switch 2P 200A
120/240V
865-BCS-2200

Main
Range of product Conext

Complementary
Height 889.00 mm

Width 482.60 mm

Depth 196.85 mm

Net weight 13.61 kg

Environment
NEMA degree of protection NEMA 3R

Ambient air temperature for
operation

-40…50 °C

Standards UL 1741
UL 67
UL 869A
FCC part 15 class B

Packing Units
Unit Type of Package 1 PCE

Number of Units in Package 1 1

Package 1 Height 28.8 cm

Package 1 Width 59.5 cm

Package 1 Length 99.0 cm

Package 1 Weight 18.9 kg

Offer Sustainability
REACh Regulation REACh Declaration

EU RoHS Directive Not compliant

Mercury free Yes

China RoHS Regulation China RoHS declaration
Product out of China RoHS scope. Substance declaration for your information

WEEE The product must be disposed on European Union markets following specific waste collection and
never end up in rubbish bins
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https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=865-BCS-2200_REACH_DECLARATION&p_FileName=865-BCS-2200_REACH_DECLARATION_WW_en-GB.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=865-BCS-2200_ROHS_CHINA_DECLARATION&p_FileName=865-BCS-2200_ROHS_CHINA_DECLARATION_WW_en-GB.pdf
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